
NETWORK TRACTION BULLETIN

BULLETIN No. U007A Network Maintenance Engineer
D of M&EE
East Side Offices
Kings Cross

Type of Stock AC EMU
DC EMU
DEMU
DMMU

Network A A/I
LNW A/I
SC A/I
SE A/I
SW A/I
T&C A/I

Level 5 A/I
Depot/BRML

ED Tel: 00 54161
Ref: DJF C2/4/EG(K75)
Date:21 08 1989

LH
DEP
NON-STOCK

WHEELS AND TYRES-WHITE L INES

URGENT PRIORITY ,
SAFETY.

LL SAFETY PRECAUTIONS MUST BE
l RSERVED WHEN CARRYI NG OUT WORK

Classes Applicable:- All NSE Wheelsets with tyred wheels.

This NTB cancels Bulletin U007, and is re-issued to amend and amplify the
maintenance requirements for NSE owned or maintained stock.

Following an incident with a loose tyre an investigation found that the
white line markings applied to wheels and tyres were indistinct in many

making it more difficult to identify loose tyres in service. In view
imperative that all Network stock with tyred

wheels is brought up to and maintained at the required Standard with the
utmost urgency. This may entail moving the vehicle(s)to access all lines.

cases
of recent criticism it is

Would Depot Engineers/Supervisors notify their Area Fleet Manager when all
Network SouthEast owned/maintained stock allocated to their Depot has been
painted in accordance with this instruction.

It should be noted that locomotives and loco-hauled vehicles have the lines
painted on the outside face of the wheel, all the remainder on the inside.
It has been done this way to give uniformity for the various groups of
vehicles between the Businesses.

Where there is a difference between this instruction and the relevant Depot
Manual the Manual will be updated at the next issue/revision.
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1 Classes Applicable:-302 , 305 , 3 0 7 , 3 0 8 , 3 0 9 ,
310 ( T r a i l e r s ) ,
A C EMU .

d.rv

Painting of Linesa
Check that every motor and trailer wheel is painted clearly and
precisely in accordance with Eastern Region Standing Order C E 125.

b Exami nation of Lines

Check alignment of lines at each'A' 'B''C''D'and'E' Exam.

Re—painting of Linesc

Re-paint in accordance with DM 300 Job No. 639 at 'C''D'and 'E'
Exam.

Classes Applicable:-73,2 0 3 ,2 0 5,2 07,4 1 1,4 1 2,
4 1 3,4 1 4,4 1 5 ,4 1 6,4 1 9,4 2 1,4 2 2,
4 2 3,4 3 1,4 3© ,483
w i t h

2

( w h e r e £ i t t e d
wheelsets ) , 485 , 487 ,

DC EMU .
t y r ed

Painting of Linesa
Check that every motor and trailer wheel is painted clearly and
precisely in accordance with Southern Region Service Bulletin 423C
(MS21C). Trailer wheels are an addition to SB 423C(MS21C).

NOTE:- The painted lines on Class 73 are to be on the inside. Any
white lines on the outside of the wheel are to be painted out using
black paint. This is an alteration to SB 423C(MS21C).

b Examination of Lines

Check alignment of lines at Daily Exam, Pit Exam, Blocking Exam,
Shed Exam, Service Check, 'A' Exam, and Basic Exam.

Re—painting of Lines£

Re-paint in accordance with Service Bulletin 423C(MS21C)at:-
EMU Wheels -
DEMO Wheels - Basic Exam.
Cl 73 Wheels - Basic Exam.

Shed Exam or equivalent.
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Classes Applicable:-101,1 0 4, 1 0 8, 1 1 5,
1 1 6, 1 1 7, 1 1 8, 1 1 9, 1 2 1.

3

Painting of L.inesa

At the next . B exam (or A exam if possible)

Remove loose dirt and scale from areas to be painted.1.

Paint three radial white lines approximately 1 in. wide and 6 in.
long, across the inside of the join between tyre and wheel centre,
approximately 120º apart. Ensure that the lines have sharply
defined edges. Use quick drying white paint (BR Cat. No. 28/44615).

2.

Any white lines on the outside of the wheel are to be painted out
using black paint.

Ex am inationof Linesb

At every'FP'.'A' 'B' 'C,' 'D)' and Exam thereafter

Observe white lines for signs of tyre movement.1.
If any tyre has white lines displaced, carry out existing
Instruction for dealing with loose tyres.

2.

Re -painting of Linesc

'D' and 'E' exam thereafterAt every 'C'

Clean all loose dirt and scale from white lines. Ensure they are
clean, dry and free from grease.

1.

Repaint the white lines using quick drying white paint (BE Cat. No.
28/44615). Ensure that the lines have sharply defined edges.

2.
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4 Classes Applicable:-L oco Haull d Coaching
Stoc k and NPCCS

Painting of Linesa

Paint the outside of all tyred wheelsets, which have not been
previously marked, with THREE equispaced radial white lines at
least 20mm wide and extending to 175mm inwards from the tyre tread.

All other painted lines on the wheelset must be obliterated using
blade paint.

Exami nation of Linesb

Carry out routine examination for the detection of moved and/or
damaged tyres in accordance with the relevant vehicle examination
schedule ensuring that the datum lines are clearly visible at
'Daily''1''4'and '7' Exam codes.

Re-painting of Linesc

Repaint in accordance with CMS123 at'4' and '7' Exam codes.

5 Classes Applicable:-47 ,5O

Painting of Linesa

Paint the outside of all wheelsets, which have not been previously
marked, with
and
procedure will bring all wheelsets already in service into line
with new wheelsets and those being overhauled in accordance with
WOSS 612/10.

E equispaced radial white lines at least 20mm wide
extending 175mm inwards from the tyre tread. The above

Ex amination of Linesb

Carry out routine examination for the detection of moved and/or
damaged tyres, in accordance with the relevant vehicle examination
schedule'at'SC''A''B''C''D' and 'E' Exam.

Re-painting of Linesc

Arrangements are in hand to amend Maintenance Schedules to include
checks to ensure the continued visibility of the datum lines.
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6 Classes Applicable:-A.11 NSE Departrnental
and Servic V

Painting of Linesa
Clean area to be painted. Paint the inside of every motor and
trailer wheel with three radial white lines approximately 1 in.
wide and 6 in. long across the join between tyre and wheel centre,
approximately 120° apart. Ensure that the lines have sharply
defined edges. Use quick drying white paint (BR Cat. No. 28/44615).

Any white lines on the outside of the wheel are to be painted out
using black paint.
Exami nation of Linesb

Check alignment of lines at Daily Exam, Pit Exam, Preparation Exam,
Blocking Exam, and Maintenance Exam.

Re—painting ofC

Clean all loose dirt and scale from white lines. Ensure they are
clean, dry and free from grease.

Repaint the white lines using quick drying white paint (BR Cat. No.
28/44615), at intervals not exceeding four months. Ensure that the
lines have sharply defined edges.

FLEET ENGINEER
for NETWORK MAINTENANCE ENGINEER
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