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STANDARD INSTRUCTION TOR THE REPAIR OR
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Date :
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Units Applicable :- Vehicle Serial. Nos

CL. 56 Locomotives 56001 - 56135

WIRING UP
.OF COOLANT DRAIN VALVES FROM LUB* OILCOOLER

Investigations have shown that the coolant drain valves from the lubricatingoil coolers are sometimes left open, resulting in the mixing of the primaryand secondary coolant systems. As this affects the operating tcmperaturesof the coolant systems this Instruction has been issued to ensurethat the valves, on Class 56 Locomotives, are sealed in the closed position.

The lubricating oil coolers (positioned one each side of the engine)haveboth a Lubricating oil drain pipe ’and ' coolant drain pipe' attached to the"free end" of the cooler. (See Fig. 1)
The following procedure shall be applied to the cooling wateron each lubricating oil cooler':-

Ensure the valve is completely closed i.e. fully tight in the c/w direction.
Using 17 s.w.g. mild steel wire,(BR Cat No. 12/146359)wheel and its spokes to the pipe.
If the wire is brokon, in order to drain the cooling water system, itshall be re-secured as per Clause 2 of this Instruction.

VALVE SECURED CLOSED POSITION
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('FIG.1

COOLING WATER DRAIN' VALVE
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